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Notified body No. 1121  
Warrington Certification Limited, Holmesfield Road, Warrington, Cheshire, WA1 2DS, UK  

 

Certificate of constancy of performance 
 

  1121-CPR-JA5050 
 

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 
(the Construction Products Regulation or CPR), this certificate applies to the construction product 
 

fischer FCPS Coated Panel System 
 

Intended use:  Penetration Seals 
 

Essential characteristics 
Performance 
according to 

Technical specification 

Reaction to fire ETA 14/0388 ETAG 26-02 (Used as EAD) 

Resistance to fire ETA 14/0388 ETAG 26-02 (Used as EAD) 

Dangerous substances ETA 14/0388 ETAG 26-02 (Used as EAD) 
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Certificate of constancy of performance 
 

1121-CPR-JA5050 
 

produced
 
for 

 

Fischerwerke GmbH & Co 

Weinhalde 14-18 
72178 Waldachtal 

Germany 
 

 and produced in the manufacturing plant  
 
 

E/091 
This is coded format and the information is held by the Notified Body  

 
This certificate attests that all provisions concerning the assessment and verification of constancy of 
performance and the performances described in the European Technical Approval referenced   

ETA 14/0388 

under system 1 of AVCP are applied and that 

the product fulfils all the prescribed requirements set out above. 

This certificate was first issued on 16/10/14 and revised on 24/12/14 and will remain valid as long as the test 
methods and/or factory production control

 
requirements included in the harmonised standard, used to assess 

the performance of the declared characteristics, do not change, and the product, and the manufacturing 
conditions

 
in the plant are not modified significantly. 

  

 

   
Paul Duggan  

         Certification Manager  
Warrington Certification Ltd     


